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ADJUSTING THE MS1™ FOR PROPER FIT

Adjust the length of the sling such that the Slider remains accessible by 
your non-firing hand both when tight (slung) and loose (rifle in use.) After 
you have determined the proper length for your MS1 Sling, run the tail end 
back through both of the Fit Buckles provided.  Double back any excess 
material and trim only if necessary.

NOTE: If you do need to trim the webbing, re-bind the frayed end by 
melting it with a flame.

TWO-POINT ADJUSTMENT

To adjust the MS1 Sling while in two point configuration, simply grab the 
Slider with your non firing hand and push down to tighten or pull up to 
loosen the sling.   

TWO-POINT CONFIGURATION

To connect the sling via sling loop, run the tail end (the end of the sling with 
two Fit Buckles) of the MS1 through the sling loop on the outside of your rifle 
stock (the side away from the user when the rifle is slung - to avoid interfer-
ence) and then back through the Fit Buckles. Double the webbing back 
through the upper Fit Buckle if possible.

Connect the front end to a sling loop or connector hardware via the same 
method, lacing the webbing through the front Fit Buckle and doubling back 
through the buckle.

The MS1 Sling can also be used with any 1-1/4” sling hardware.

MAG516 MS1® MS3® Adapter 

MAG517 MS1® MS3-QD® Adapter 

MAG519 MS1® MS4® Adapter 

MAG541 Paraclip™

MAG540 QD Sling Swivel

MAG513 MS1® Multi Mission Sling

THE MS1® SLING

AVAILABLE COMPONENTS (NOT INCLUDED) 




