
IF YOU ARE USING LOAD DATA PROVIDED IN LEE RELOADING DIE SETS OR “MODERN RELOADING,” 
we make the disk selection really easy. The charge disks are calibrated in cubic centimeters (cc’s). Install the disk listed in the 
“Auto Disk” column in the load data. Be sure you select the load from the correct powder and bullet type and weight. 

LEE DIE INSTRUCTIONSLEE “MODERN RELOADING”

WEIGHING CHARGES 
MAXIMUM LOADS MUST BE WEIGHED

If you check charges on a scale, be sure to take one out of a normal loading sequence. 
This is especially important when the measure is used on a Turret Press as the 
powder packs in during the other loading operations. Powder densities can vary more 
than 16% and still be considered within tolerance by the powder manufacturer. For 
safety reasons, you will frequently find charges less than those listed on the charge 
chart. However, should you find one that is 5% more than the listed load we would like 
to know about it.

IF YOU ARE USING LOAD DATA FROM ANOTHER RELIABLE SOURCE, THE CHART BELOW 
LISTS THE APPROXIMATE CHARGE IN GRAINS FOR  THE DISK SETTING (cc). 
Find your powder type, move right until you find the charge that equals, but does not 
exceed your desired charge. Move upward to the disk setting row to determine the disk 
setting volume in cc’s. If your desired charge is a max pressure load. You must weigh to 
verify. Additional powder types are available in “MODERN RELOADING”

    I N 
“MODERN RELOADING”

S E C O N D  E D I T I O N
BY   RICHARD LEE

Everything about reloading along with the
world’s most comprehensive load data.

It’s a reference book you’ll keep forever.    # 90277

NEWLY REVISED EDITION
CONTAINING MORE THAN 36,000 LOADS

GET MORE LOAD DATA
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Ammunition reloading can be dangerous if done im properly and should not be attempted by persons not willing and able to read and fol low 
instructions exactly. Children should not be permitted to reload ammunition without strict parental supervision. Always wear safety glasses when 
reloading and shooting. Ammunition loaded with these tools and data should only be used in modern guns in good condition. We do not accept 
responsibility for ammunition loaded with these tools or data as we have no control over the manufacture and storage of components or the 
loading procedure and techniques. Primers and gun powders, like gasoline and matches, can be dangerous if  improperly handled or misused.

CAUTION

LEE SAFETY POWDER SCALE     90681
Magnetically damped and approach · to ·  weight
Safety and accuracy are the most important features. 
Easy to read and set. Calibrated with weights trace-
able to the united states bureau of standards. Even if you 
already own a combination bullet and powder scale, 
you will want a Lee Safety Powder Scale.




